Benefit from Serac's filling-capping
technology at a lower cost.

Maximum contai
sizes

Possible outputs

(to be confirmed after
testing) :

340 bottles/minute (1L filled in 4.2"")
220 bottles/minute (2L filled in 6.5)

Machine pitch : 141 mm

80 * 120 mm
FCS+ MM

Latest weigh-filling technology « Fast production start

. ¢ Virtual MM| t (

e 7 times more accurate than EU legal » Unaffacted by product temperature or tha operator pane

. : e Filling result traceability
requirements on 1 kg aeration

e Fasy & -friendl tem.

e Capable of filling multiple products. ¢ Minimal maintenance. asy & tser-inendyy system

Equipment :

¢ | atest generation weighing system ¢ Container rejection device.

(onboard electronics, scales ...) e Electrical cabinet and cabling.
® 316L stainless steel tank without lid. e Industrial PC with operator screen in
¢ TCS capping turret. electrical cabinet.

e Standard cap sorter & cap chute e Machine complying with EU standards
included. (wiring, safety, guarding mechanism].
¢ MMI : FCS+ Version 6. X Windows 10

¢ Peripheral draining gutter and closed

cabin with glass doors

Tooling supplied with the machine, to suit:

¢ 1 bottle size ¢ 1 cap size ¢ 1 product.

The machine is refurbished in our workshop for you to benefit from our
expertise.

For more information, please contact your Serac customer service
serac representative.
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